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WASH BAY PROCEDURE 

 

BEFORE ENTERING THE WASH BAY: 
1. Close any open hatches on tanks. 
2. Ensure propane tanks are removed 
3. Turn on the ventilation system 
4. Ensure hoses re wrapped up. 
5. Have a spotter in clear view guiding driver safely into wash bay area 
6. Ensure you have PPE on i.e.: safety goggles, oil/chemical resistant boots, gloves, rain suit 
7. When using chemicals – Check the MSDS (SDS) to determine the hazards of the product 

and what protective equipment will be necessary.  
8. Ensure ventilation fan is turned on 
9. Set up mobile ladder or fall protection if it will be needed.  
10. Ensure the Emergency Response Plan is in place before starting work 

PREPARING & WASHING THE UNIT 

1. Turn unit off 
2. When possible, leave bay door open to vent possible fumes and to allow clearer visibility 
3. Ensure all other workers who are not part of the task are clear of the wash area 
4. Ensure all PPE is on for the task i.e.: proper goggles, oil/chemical resistant boots, gloves, 

rain suit 
5. Ensure you are using the right chemicals and avoid all skin contact  
6. When mixing chemicals be aware of splashes 
7. Read the information on your MSDS sheets about proper use and safe procedures of all 

chemicals used. 
8. If working above height of 3m, workers must wear a 5-point harness attached to 

approved lanyard and overhead fall arrest anchor as per the FALL PROTECTION POLICY  
9. Visually inspect wash pump hoses and electrical cords before starting  
10. Ensure that other workers are at a proper distance rated for pressure from pump  
11. Ensure that other workers are not in direct line of power wash gun before turning on  
12. Avoid contact with light fixtures and electrical receptacles 
13. Avoid direct contact with air filter components and radiator fins  
14. When washing be aware of your footing  
15. Always keep a firm grip on the hose or spray nozzle. Do not pull the trigger until you are 

in proper position 
16. Watch for any obstacles which could cause slips, trips, falls  
17. Completely wash unit spraying in a downward motion when possible 
18. If you are working alone follow the COMMUNICATIONS & WORK ALONE POLICY and 

make sure a supervisor is aware you are completing the task alone 
 

RETURN THE UNIT TO OUTSIDE FLEET POSITION 
1. If washing in winter, dry unit before leaving the wash bay area. 
2. Ensure wash bay door is fully open to accommodate the height of the unit  
3. Do a walk around Before backing outside to ensure hoses and obstacles have been 

placed in their proper spot  
4. Use a spotter to safely back unit from wash bay and park outside  
5. Inspect vehicle to ensure none of the components of the unit have been loosened or 

damaged by spray  
6. Re-grease any areas that require greasing Re-lubricate drive chain (Refer to EQUIPMENT 

MAINTENACE PROCEDURE) 
 

 

SAFETY MANUAL REVIEW OH&S CODE REVIEW 
WELL SWABBING: 

 

780(1) This section applies to well 

swabbing operations. 

780(2) An employer must ensure 

that 

(a) swabbing units are secured 

against unintended movement, 

(b) fluids are piped directly to a 

tank appropriate to the hazards, and 

(c) the tank is located at least 50 

metres from the wellbore. 

780(3) An employer must ensure 

that, if fluids are piped to a tank on 

or attached to a vehicle, 

(a) the engine of the vehicle is shut 

off, and 

(b) no worker is present in the cab 

of the vehicle while fluids are 

transferred to a tank on or 

attached to the vehicle 

780(4) A worker must not be 

present in the cab of a vehicle 

while fluids are transferred to a 

tank on 

or attached to the vehicle. 

780(5) Subsections (3) and (4) do 

not apply if the engine of a vehicle 

must be running to operate the 

hydraulic or generator systems and 

the engine is equipped with a 

positive air shutoff system. 

780(6) An employer must ensure 

that sandline flags are 

(a) resistant to chemical damage 

and abrasion, 

(b) illuminated during hours of 

darkness, and 

(c) replaced if markings become 

worn off. 
AR 191/2021 s780;242/2022;202/2024 
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479 Aquaduct  Dr ive  
P.O.  Box 1210  
Brooks,  AB     T1R 1C1  
Dispatch:  (403) 793-0033 
Of f ice:  (403) 794-0034  
recept ion@swabmaster .ca  

Safety is as 

simple as ABC… 

 

… Always Be 

Careful! 

COMPANY NEWS 
 

• When a deficiency is found on ANY inspection, it should 

be noted on an Opportunity Report and followed up 

accordingly. 

 

• Keep rigs and trucks clean! 
 

 

• Always ensure you are considering emergency response 

numbers during pre-job safety meetings. 

 

Welcome Sheri Marzolf, our new office assistant!  
 

 

       Happy Birthday Henry - July 7th 

      

     THE LAST LAUGH 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


